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1  PRODUCT (GENERAL)
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1.1    TECHNICAL SPECIFICATIONS

LED MODULE

   Model

AC100~240V

  50/60Hz
-20~45 8.2 997x133x212

Voltage
Operation 
Temperature

Weight Dimensions 2
   mm

 Power  
W

 

     R:1Wx36
     G:1Wx36
     B:1Wx36
     W:1Wx18
     W:1Wx18 180 

 
    CW:1Wx54
     WW:1Wx90

ZOOM1

 Note: This product have one DMX512 channel configuration: UNO

CHANNEL VALUE FUNCTION

116

Type

APPLY:(Type- )

4.22    CHANNEL ASSIGNMENT



1.2    SAFETY WARNING

IMPORTANT

ALWAYS READ THE USER MANUAL BEFORE OPERATION.  
PLEASE CONFIRM THAT THE POWER SUPPLY STATED ON THE

    PRODUCT IS THE SAME AS THE MAINS POWER SUPPLY IN YOUR 
    AREA.

 This product must be installed by a qualified professional.
 Always operate the equipment as described in the user manual.
A minimum distance of 0.5m must be maintained between the 

equipment and   combustible surface.
 The product must always be placed in a well ventilated area.
  Always make sure that the equipment is installed securely.
DO NOT stand close to the equipment and stare directly into the LED 
light  source.
Always disconnect the power supply before attempting and 

maintenance.
 Always make sure that the supporting structure is solid and can 
support the combined weight of the products.

 The earth wire must always be connected to the ground.
 Do not touch the power cables if your hands are wet.

ATTENTION

 This product left the place of manufacture in perfect condition.  In 
order to maintain this condition and for safe operation, the user must 
always follow the instructions and safety warnings described in this 
user manual.
 Avoid shaking or strong impacts to any part of the equipment.
 Make sure that all parts of the equipment are kept clean and free of 

dust.
 Always make sure that the power connections are connected correct 
and    secure.
 If there is any malfunction of the equipment, contact your distributor 
immediately.
 When transferring the product, it is advisable to use the original 
packaging in which the product left the factory.
 Shields, lenses or ultraviolet screens shall be changed if they have 
become damaged to such an extent that their effectiveness is 
impaired.
 The lamp (LED) shall be changed if it has become damaged or 
thermally deformed.
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0  255

3

0  255

0  255

HSV 

HUE

SATURATION

VALUE

CHANNEL VALUE FUNCTION

0  255

0  255

0  255

0  255 BLUE

ARC 3+S

MASTER DIMMER

RED

GREEN

VALUE FUNCTION

0  255 WHITE

6 0  255 AMBER

7 0  9 NO FUNCTION

 1~20Hz10  255

STROBE

CHANNEL

152



2.1    MOUNTING

UPRIGHT

The LED MODULE can be 
mounted in an upright or sitting 
position using the supporting 
brackets.

The LED MODULE can be mounted at any angle . It is possible to 
further adjust the angle of the LED MODULE using the
adjustment knobs located on the side of the fixture.

HANGING

The LED MODULE can be mounted in a 
hanging position using the support frame.  
It is possible to use any bolt of the correct 
size and strength to mount the fixture.  It is 
recommended to use at least 2 mounting 
points per fixture.  Mounting with a clamp or 
other mounting bracket is recommended 
depending on the requirements of your 
application.
For overhead use, always install two secure
chains  that can hold at least 10 times the 
weight of the fixture.  

2  INSTALLATION

@ 220V: 10 units may be connected in series

@120V: 5 units may be connected in series

 

2.2    POWER CONNECTIONS

Note:    If over 30 units to be connected, then a DMX signal amplifier
              is needed.

Safety cable

The glare flag is inserted into the groove on the upper
side of the lighting fixture.  It is designed to obstruct 
light at an angle of 25 degrees to the horizontal.  A screw 
at the center of the fixture can be used to ensure that the 
position of the glare flag does not change.

The glare flag is designed to allow reverse installation
on the fixture, using the same groove on the upper side
of the fixture (but turned upside-down). The screw at 
the center of the fixture can again be used to ensure that 
the position of the glare flag during transport or storage 
does not change.

INSTALLING GLARE FLAG

STORING GLARE FLAG

GLARE FLAG

GLARE FLAG

1

2

0  255

3

4

0  255

0  255

0  255 BLUE

ARC 3+D

MASTER DIMMER

RED

GREEN

VALUE FUNCTION

5 0  255 WHITE

6 0  255 AMBER

CHANNEL

1

2

0  255

3

4

0  255

0  255

0  255 BLUE

MASTER DIMMER

RED

GREEN

VALUE FUNCTIONCHANNEL

ARC 1+D 
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2

0  255

3

4

0  255

0  255

0  255

BLUE

ARC 3

RED

GREEN

VALUE FUNCTION

5 0  255

WHITE

AMBER

CHANNEL

314



SETTINGS

RUN

PERSON

SLAVE

DMX

ADDERSS

TOUR

ARC 1

        1~512

UPLOAD  PASSWORD

RESET  PASSWORD

ARC 1+D

ARC 3

STATIC

GREN 0~255

RED  0~255

BLUE 0~255

WHIT 0~255

AMBE 0~255

STRB 0~020

ARC 3+D

ARC 3+S

GREN 0~255

RED  0~255

BLUE 0~255

WHIT 0~255

AMBE 0~255

STRB 0~020

**** SEND... END

**** RESET...

DIMMER

DIM1

OFF

DIM3

DIM2

DIM4

COLOR

RGB TO W

OFF

UC

HSV

MENU

AUTO AUTO 01

AUTO 10

CUSTOM 01

CUSTOM 02

CUSTOM 03

CUSTOM 04

CUSTOM 05

CUSTOM 06

CUSTOM 07

CUSTOM 08

CUSTOM 09

CUSTOM 10

SP 0~255

BLOCK1

BLOCK2

DOWNENTER UPMENU

3.2   MENU

enter the currently selected menu or confirm the current function value

scroll 'UP' through the menu list or increase the value of the current function

scroll 'DOWN' through the menu list or decrease the value of the current function

scroll through the main menu or return to the main menuMENU

ENTER

3.1    BASIC

3  DISPLAY PANEL OPERATION

        BLOCK1 RED 

        BLOCK1 GREEN

        BLOCK1  BLUE
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0 

0 

 255

 255

0  255

0  255

0  255

0  255

0 

0 

 255

 255
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BLOCK1 

14

15

0  255

0 

0 

 255

 255

0  255

0  255

0  255

0  255

0 

0 

 255

 255

0  255

0  255

1
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7

8
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12

13

BLOCK2 

0  255

0  255

4

5

0  255

0  255

9

10

ARC 1 

VALUE FUNCTIONCHANNEL

        BLOCK2 RED 

        BLOCK2 GREEN

        BLOCK2  BLUE

        BLOCK3 RED 

        BLOCK3 GREEN

        BLOCK3  BLUE

        BLOCK1 RED 

        BLOCK1 GREEN

        BLOCK1  BLUE

        BLOCK1  WHITE 

        BLOCK1  AMBER

        BLOCK2 RED 

        BLOCK2 GREEN

        BLOCK2  BLUE

        BLOCK2  WHITE 

        BLOCK2  AMBER

        BLOCK3 RED 

        BLOCK3 GREEN

        BLOCK3  BLUE

        BLOCK3  WHITE 

        BLOCK3  AMBER

1

2

3

0  255

0  255

0  255 BLUE

RED

GREEN

VALUE FUNCTIONCHANNEL

VALUE FUNCTIONCHANNEL
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RUN

SLAVE

DMX

ADDERSS         1~512

STATIC

COOL 0~255

DIM  0~255

WARM 0~255

COOL 0~255

DIM  0~255

WARM 0~255

MENU

FANS OFF

LOW

HIGH

AUTO

KEYLOCK

OFF

ON

EDIT CUSTOM 01

CUSTOM 02

CUSTOM 03

CUSTOM 04

CUSTOM 05

CUSTOM 06

CUSTOM 07

CUSTOM 08

CUSTOM 09

CUSTOM 10

SCENE 01

SCENE 02

SCENE 03

SCENE 04

SCENE 05

SCENE 30

GREN 0~255

RED  0~255

BLUE 0~255

STRB 0~020

TIME 0~255

FADE 0~255

WHIT 0~255

AMBER 0~255

WHITE1

WHITE2

WHITE3

WHITE4

WHITE5

WHITE6

WHITE7

WHITE8

WHITE9

WHITE10

WHITE11

RGB TO W

GREN 0~255

RED  0~255

BLUE 0~255

CALIB1

FANS OFF

LOW

HIGH

AUTO

KEYLOCK

OFF

ON

WHITE 0~255

AMBER 0~255

GREN 0~255

RED  0~255

BLUE 0~255

CALIB2

10

9

8

11

255

64

AUTO SPEED

AUTO SPEED FOR Auto1~Auto10 

 1~20Hz

NO FUNCTION

STROBE

 FANS OFF (STAY 3 SECONDS)

FANS LOW (STAY 3 SECONDS)

FANS HIGH (STAY 3 SECONDS)

FANS AUTO (STAY 3 SECONDS)

AUTO + CUSTOM PROGRAMS + FAN CONTROL

NO FUNCTION

DIMMER SPEED

LINEAR DIMMER

NON LINEAR DIMMER 1 fastest

NON LINEAR DIMMER 2

NON LINEAR DIMMER 3

NON LINEAR DIMMER 4 slowest

PRESET DIMMER SPEED FROM DISPLAY MENU 

VALUE FUNCTIONCHANNEL

BLOCK SELECTIONS

BLOCK1, BLOCK2, BLOCK3

BLOCK1

BLOCK2

BLOCK3

BLOCK1, BLOCK2

BLOCK2, BLOCK3

BLOCK1, BLOCK3

BLOCK1, BLOCK2, BLOCK3

NO FUNCTION

512

APPLY:(Type- )



MENU

3.4   AUTO PLAY MODE

AUTO PLAY MODE
 Select the target Auto  program .
 Programs AUTO 01 to AUTO 10 are fully pre-programmed and will not be 

    altered by changes in EDIT CUSTOM mode.  The auto speed can be set from 
    SP 1~255 .

 Programs CUSTOM 01 to CUSTOM10 are fully pre-programmed and can
     be edited in EDIT CUSTOM mode.

AUTO AUTO 01

AUTO 10

CUSTOM 01

CUSTOM 02

CUSTOM 03

CUSTOM 04

CUSTOM 05

CUSTOM 06

CUSTOM 07

CUSTOM 08

CUSTOM 09

CUSTOM 10

SP 0~255

3.3    STATIC

STATIC COLOUR
 Combine Red , Green ,  Blue  ,  White and Amber  to create

    an infinite  range  of colors (0-255) 
 Set the value of the Strobe   (0-20Hz)

STATIC

GREN 0~255

RED  0~255

BLUE 0~255

WHIT 0~255

AMBE 0~255

STRB 0~020

MENU

STATIC

COOL 0~255

DIM  0~255

WARM 0~255

MENU

STATIC COLOUR
 Combine DIM , COOL and WARM  to create

    an infinite  range  of colors (0-255) 

11

7

6

 Note: This product have nine DMX512 channel configuration:    
   TOUR , BLOCK1 , , ARC 1 , ARC 1+D ,
    3 , 3 , 3 and  HSV

BLOCK2 ARC 
ARC +D ARC +S

4.1    BASIC ADDRESSING

 Connect all of the units in series using standard DMX512 signal cable 
provided.
 Set the DMX512 address in the DMX menu.
It is possible to have the same DMX address or independent 

addresses for each fixture.

4.21    CHANNEL ASSIGNMENT

4  USING A DMX512 CONTROLLER

COLOR MACRO + WHITE BALANCE

BLUE

MASTER DIMMER

RED

GREEN

WHITE

AMBER

VALUE FUNCTIONCHANNEL

6

APPLY:(Type- )

APPLY:(Type- )

APPLY:(Type- )

APPLY:(Type- )



3.7    PERSONALITY

3.5    DMX ADDRESS

DMX ADDRESS
 Enter the DMX ADDRESS mode to set the DMX ADDRESS.

RUN MODE
 Enter the RUN MODE mode to set working mode.
 DMX  mode is for using the DMX512 controller to control the fixtures.
 SLAVE  mode is for Master -- Slave operation, or controlled fixture by 

    Pix-controller.
Note: When fixtures are under Auto program operation, the RUN MODE  does
           no  works.

3.6    RUN MODE

PERSONALITY
 Enter the PERSONALITY mode to select DMX mode: TOUR ,

 , L , , , 3 , 3 ,
 3 or .

BLOCK1 B OCK2 ARC1 ARC1+D ARC ARC +D
ARC +S HSV

ADDERSS         1~512MENU

RUN

SLAVE

DMXMENU

PERSON TOUR

BLOCK1

BLOCK2

ARC 1

ARC 1+D

ARC 3

ARC 3+D

ARC 3+S

HSV

MENU

WHITE1

WHITE2

WHITE3

WHITE4

WHITE5

WHITE6

WHITE7

WHITE8

WHITE9

WHITE10

WHITE11

RGB TO W

GREN 0~255

RED  0~255

BLUE 0~255

CALIBMENU

 3.10    WHITES SETTING

WHITE 0~255

AMBER 0~255

GREN 0~255

RED  0~255

BLUE 0~255

WHITE CALIB
 Enter the WHITE CALIB to select  white color of different color  temperature.
 There are 11 pre-programmed White colors can be edited by using Red , Green , 

    Blue , White and Amber , and RGB TO WHITE by using Red ,  Green
     and Blue .

3.11    FAN SETTING

FAN SETTING
 Enter the FAN SETTING to select the fan speed mode  OFF ,   

   LOW , HIGH  or AUTO .
 When fan setting is  on AUTO  mode, the fixture will automatic adjust the

    fan   speed and fixture power, ensure the fixture temperature is not exceed
     the limit.

 When fan setting is  on other  modes, the fan will run according to the set
     speed. 
.

KEY-LOCK
 Enter the KEY-LOCK mode to select whether the access password is on 

    or off.
 Access password is UP + DOWN + UP + DOWN .

3.12    ACTIVATE THE PASSWORD

FANS OFF

LOW

HIGH

AUTO

MENU

KEYLOCK

OFF

ONMENU

710

APPLY:(Type- )

APPLY:(Type- / )

APPLY:(Type- / )

APPLY:(Type- / )

APPLY:(Type- / )

APPLY:(Type- )



3.8    SPECIAL SETTINGS

SETTINGS UPLOAD  PASSWORD

RESET  PASSWORD

**** SEND... END

**** RESET...

DIMMER

DIM1

OFF

DIM3

DIM2

DIM4

COLOR

RGB TO W

OFF

UC

MENU

SETTING
 Select UPLD to upload the custom programs from the current MASTER unit to 

    the SLAVE units.
 In order to activate the upload function the password must be entered.
 Password is the same as the main access password.
 When uploading the MASTER and SLAVE units will display YELLOW.
 If an error occurs when uploading the MASTER and/or SLAVE units will display RED.
 On successful uploading of the custom programs the MASTER and SLAVE units 

    will display GREEN.
 In order to reset custom modes to default values select REST .
 Enter Dim  to select dimmer mode and dimmer speed. When DIMMER is

     set to Off ,  then RGBW and MASTER DIMMER are  linear. The Dim 1/2/3/4 
     are speed  modes of the non linear dimmer , Dim1  is the faster, while 
   Dim4  is the slowest. 
     The factory default setting is Dim4 .

 COLOR  is for activate/unactivate the color calibration functions.   

    When RGBW is selected, on RGB = 255,255,255,  the color is displayed as 
     calibrated  in CAL2 -- RGBW.  When COLOR  is set OFF ,  on  RGB = 255,255,
   255,  the  RGB  values are not adjusted  and the  output is most powerful. 
   
    When [UC] is selected, the RGB output are adjusted to a standard preset universal color
    which balances fixtures from different generations..     

EDIT CUSTOM 01

CUSTOM 02

CUSTOM 03

CUSTOM 04

CUSTOM 05

CUSTOM 06

CUSTOM 07

CUSTOM 08

CUSTOM 09

CUSTOM 10

SCENE 01

SCENE 02

SCENE 03

SCENE 04

SCENE 05

SCENE 30

GREN 0~255

RED  0~255

BLUE 0~255

STRB 0~020

TIME 0~255

FADE 0~031

WHIT 0~255

AMBER 0~255

MENU

3.9  EDIT CUSTOM

EDIT CUSTOM
 Enter the EDIT CUSTOM mode to edit the custom programs
to 
 Each custom program has 30 steps that can be edited. 
 Each step allows the creation of a scene using RED RED , GREEN 

   GREEN , BLUE BLUE ,WHITE WHITE ,  AMBER AMBER ,
    STROBE Stro. ,  TIME TIMER  & FADE FADE .

CUSTOM 1
    CUSTOM 10 .

98

APPLY:(Type- )
APPLY:(Type- )
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